
E-DAT Industry IP20 RJ45 Plug / Plug black
Assembly Instructions
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1. score and remove the foil screen
2. score and remove the synthetic foil

Stripping length SF/UTP

Scope of delivery:  1401505010-E Scope of delivery: 1401505012-E
2

slide braided shield over the cable jacket

SF/UTP Drag chain cable

cut off braided shield to approx. 10 mm
(0.4 in.) and slide it over the cable jacket 

4a3 min. 40 mm

score and remove the pair screen

S/FTP slide braided shield over cable jacket

4b

4c

max. Ø7,3 mm

remove the vylene foil

cut off the filler

order separately 

1401008201-E orange
1401008202-E black
1401008203-E grey
1401008204-E white
1401008205-E yellow
1401008206-E blue
1401008207-E green

score and remove the
aluminum laminated foil

max. Ø0.3 in.

min. 1.6 in.

remove the cable jacket to approx.
40 mm (1.6 in.)
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PIN assignments 

RJ45
PIN No.

Colour code T568
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A B
1 WH-GN WH-OG WH YE
2 GN OG BN OG
3 WH-OG WH-GN GN WH
4 BU BU YE -
5 WH-BU WH-BU GY -
6 OG GN PK BU
7 WH-BN WH-BN BU -
8 BN BN RD -

Application

RJ45
PIN No. 10
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1 • • •
2 • • •
3 • • • 2a
4 • • 1a •
5 • • 1b •
6 • • • 2b
7 • •
8 • •

Connection

1:1
1GBT

crossover

1-1 1-3
2-2 2-6
3-3 3-1
4-4 4-7
5-5 5-8
6-6 6-2
7-7 7-4
8-8 8-5

5

cut off solid wires under an angle

and thread them into the plug insert

cut off the wire ends protruding from
plug insert to 1 mm (0.04 in.)

8

1

thread the stranded wires into the plug insert

8 (BN)

1 (WH-OG)

8

1

7b6b

presort solid wires according to colour coding

AWG27/1 - 24/1 /  0,4 - 0,51 mm

Pair 1

Pair 2

Pair 3

Pair 4

Wires Ø 0,85 - 1,05 mm (0.034 - 0.041 in.)

T568 B

AWG27/7 - 24/7 /  0,46 - 0,61 mm

Pair 2

Pair 3

Pair 4

Pair 1

Wires Ø   0,85-1,05 mm (0.034 - 0.041 in.)

T568 B
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presort stranded wires according to colour coding

1

3

2
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cut off the wire ends protruding from
plug insert to 1 mm (0.04 in.)

10 mm

1 (WH-OG)

8 (BN)

0.4 in.



place cable with plug insert into the plug body

position the plug body in the crimp tool 

12 13
operate the tool (press in contacts, crimp shield element)hold and fix the plug body with cable

in its final position

10

8

11

9

close the shield crimping station

130907-E

SF/UTP Drag chain cable

Plug insert must be flush with plug body and if necessary press 
again

SF/UTP, S/FTP



open the tool and shield crimping station, then remove the plug
14

16

cut off braided shield 
15

2

slide the sleeve forward until snap-in

insert the plug into the plug adapter until snap-in Disassembly of cable boot

unlock sleeve on both sides using a screwdriver and
move it backwards

unlock plug adapter on both sides using a screwdriver and
move it backwards

SF/UTP, S/FTP

1


